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INSTALLATION GUIDE
Thank you for purchasing America’s best-fitting 

dashboard cover! The steps in this guide will have 
your DashSkin installed in under an hour with no 

special tools or skills required.

   VISIT DASHSKIN.COM
    FOR WHOLESALE DISCOUNTS

http://dashskin.com
877.308.9682

IMPORTANT:
PLEASE DRY-FIT YOUR DASH COVER 

PRIOR TO INSTALLATION

If any areas of the cap do not seem to lie down flush, you 
may have loose pieces of cracked dash or uneven dash 

sections at the cracks that need to be aligned so the cover 
has a smooth, even surface to lie over. Some ends/edges 
of the cover may flare up slightly; take note of these spots, 
as you will need to secure these areas down with tape or 
a prop later in the process to hold them flush against the 

dash while the adhesive cures.

Happy With Your Purchase?
Leave Us A Review!

We strive to provide a five-star rated experience with 
every sale, from product quality to customer service. If 

for any reason you feel we did not meet that benchmark, 
please get in touch! We will resolve any issue given the 
chance.  If you placed your order on eBay or Amazon, 

leaving feedback for your order is highly appreciated as it 
helps us continue to offer the best prices online.

Dealer/Wholesale Pricing
DashSkin offers competitive volume-based price 
discounts for wholesalers. Give us a call or visit 
dashskin.com to put together your order today!

877.308.9682
dashskin.com/dealer

STILL HAVE 
QUESTIONS?

Give us a call toll-free at

877.308.9682

VISIT DASHSKIN.COM
FOR UNBEATABLE PRICING
& WHOLESALE DISCOUNTS

Have a friend in need of a DashSkin?
Help them save a quick $10 by typing 

BUDDYDISCOUNT in the COUPON CODE 
field at checkout on dashskin.com! 



Squeezing from the bottom of the tube up, apply silicone in 
the pattern shown above, outlining the perimeter and any 
openings in the cover. Apply a thin, conservative bead to 
ensure you don’t run out of silicone before you complete the 
pattern; you can always double back with what you have left 
in the tube afterwards. OPTIONAL: You can then line the 
existing cracks or holes in your dash with extra silicone so 
the weak spots in the dash are glued to the cover for extra 
support, this can help prevent rattling and creaking if all loose 
dash sections are tacked still.

 
4. Installation and Securing
Slowly and carefully, install the DashSkin over the dashboard 
and lightly push into place. The silicone adhesive will take 
at least 8 hours to cure, and will not provide any “stickiness” 
to hold the cover down until it has cured. For this reason, 
you’ll need to weigh the DashSkin down with a small amount 
of pressure so it is held flush against the dash for the entire 
length of curing time. Phonebooks, small sand bags, or 
reams of paper work well as weights for the top surface. 
For the sides, close a cotton rag or foam pads in between 
the sides of the DashSkin and the doors to hold them flush 
against the dash.  If you accidentally smear silicone where it 
doesn’t belong, it’s usually best to resist wiping it off and peel 
it off later after its cured. DO NOT CLEAN SILICONE OFF 
WITH ALCOHOL OR STRONG SOLVENTS.

DashSkin Installation
 Tools and Materials
• Degreaser (ZEP Purple, Simple Green Degreaser, etc.)
• Paper Towels or Rags
• Weights (phonebooks, reams of paper, small sand bags). 
• Optional: extra 100% RTV silicone to glue up your dash 
cracks & holes. Any brand or color works great.
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Allow the adhesive at least 8 hours to cure before 
removing your weights. If possible, leave the vehicle 
overnight for best results.

CONGRATULATIONS! You’ve restored the original look 
of your dash without spending a fortune. You can clean 
your new DashSkin using a damp washcloth or standard 
automotive interior cleaning/shine spray that does not 
contain alcohol.

1. Dry-Fitting your DashSkin
Remove your DashSkin from the plastic wrapping and fit it 
over your vehicle’s dash to ensure a proper fit.  Push the 
DashSkin down carefully but firmly until it seats into place. 
If any areas of the cap do not seem to lie down flush, you 
may have loose pieces of cracked dash or uneven dash 
sections at the cracks that need to be aligned so the cover 
has a smooth, even surface to lie over. Some ends/edges 
of the cover may flare up slightly or may not lie completely 
flush under the weight of the cover alone; take note of these 
spots, as after you have applied the adhesive, these spots 
will need to be held down while the adhesive is curing so the 
DashSkin looks flush and undetectable to passengers. 

2. Cleaning 
Clean the surface of the original dashboard thoroughly with 
industrial or general-purpose degreaser so the silicone will 
stick well. Wipe the dash down gently, sometimes weathered 
plastic dashboards are easy to punch accidental holes into! 
Now that the dashboard is clean, lie the DashSkin top-
side down on something soft, like a towel (to avoid surface 
scratches) and clean the underside of the dash cover. 
CLEAN THE BOTTOM OF THE DASH COVER WITH 
EITHER DEGREASER OR WATER ONLY, DO NOT USE 
ALCOHOL OR HARSH SOLVENTS ON THE TOP OR 
BOTTOM OF THE DASH COVER. Give both the dashboard 
and DashSkin time to dry completely before proceeding.

3. Applying Adhesive
COLD WEATHER TIP: Allow the tube of silicone 
adhesive to sit in a cup of hot water for a few minutes 
prior to installation. This will allow it to flow easier from 

    WARNING: 
1. DO NOT USE ADHESIVE OTHER THAN 100% SILICONE 
RTV TO INSTALL DASH COVER. EPOXIES & CONSTRUCTION 
ADHESIVES CAN MELT ABS PLASTIC! 
2. DO NOT CLEAN THE TOP OF THE DASHSKIN WITH ALCOHOL, 
SOLVENTS, GENERAL PURPOSE CLEANERS, OR GLASS  
CLEANER. A DAMP WASHCLOTH/MICROFIBER WORKS GREAT! 


